PARTS DEPARTMENT

RHEEM MANUFACTURING CO.

Y-01195000
04/15/1999
Y-0119S000
04/15/1999

UNIVERSAL PARTS MOTORS

mra: General Electric mopeL: SKCP39RGUO06S mra: Emerson  mopeL: KS5HXDRJ-0011

H.P. 3/4% rpMm 1075 speeps 4 vouts 115 pH 1 Hz 60 cap 10, 12.5 or 15°/370 @115
F.L AMPS _9.53% ROTATION Rev (0SE) FRAME 48 THERMALLY PROTECTED YES WIND. CLASS B
SHAFT _1/2” X 5” rLaT_4” motor TYPE_PSC  stack 2.75” Bearings Ball o See back of Instr

LR __-

TORQUE: HI 79 0z FT (8D) @ 950 rRPM  M/HI_62.5 0z FT (8D) @ 950 RPM MLO 43 0z FT (BD) Enclosure
@930rPM L0 33 ozFT D)@ 930 RPM @ 115 vout _10/370 car. All position
MOUNTING: THRUBOLT _YeS _ SHELLBAND _YeS SHELLHOLES Yes HusRrINgs No Open Motor

SHAFT POSITION _All. sHAFT D VENTED _Open_ BUTT END VENTED _Open  sHeLL VeNTED _Open
HI MED/HI  MED/LOW LO AUX. Temp. °C
|15 ] [ 19 ] [ 26 ] [ 33 ] [216] [ 23 ]

DESIGN NOTES: MOTOR SAME AS - A DESIGN oF _51-22700-01
SPECIAL CONSIDERATIONS: ¥Motor HP ratings are 1/2, 1/3, 1/4. 1/5. 1/6. 3% Actual Full Load test amps are: Hi

WINDING RESISTANCE @ 23°C — OHMS

or

13.3, M/Hi 11.0. M/Lo 10.3 & Lo 8.8 with 15/370 Capacitor ® Motor Design Capacitor is15/370, see

instructions. Motor is shipped with instructions, GE Stuffer is SFM2439, Rheem Number 92-26177-315-00,

52558

Emerson Instructions F40531761, Rheem Instruction 92-26177-315-00. Both motors are shipped with eight

(8) shell screws. and four (4) thru bolt nuts in a plastic bag. Print was prepared from Emersion data.
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Wire Information: Lead Insulation Rating _105°C
Thickness _4/64" Type Material _PVC
Leads Color Wire Ga. Length Termination
. Leads are shown for CCWLE Common White 18 36" 1/4 QC Flag
_._.g:| Rotation. For CWLE interchange High Black 18 36" 1/4 QC Flag
g Purple and Orange leads. M/Hi Blue 18 36" 1/4 QC Flag
White __Common 7\ M/Lo Yellow 18 36" 1/4 QC Flag
[ T |tie Lo Red 18 36’  1/4QC Flag
o e oT® 1Y Capacitor  Brown 18 36"  1/4 QC Flag
/Red Lo [g Capacitor ~ Brown 18 36" 1/4 QC Flag
Ground Green 18 5” 1/4 Eyelet
Reversing Leads are (1) Orange and (1) Purple 3” Long

Top @ 12 O'Clock or 02—
Shell Hole

| Shell Screws 8-18, p/n 63-22338-03.

Shell Hole [ 10.813

Reversing o |
leads exits @ 55° 5.0077 = 5.813 |
@ 290° ]
l:lo o
e e Ol o
| .00 I“ [:] |~ Leads
— e
Motor Leads —___ O] h £°:
Exits @ 115° 5000 =
:5000 p)a O ]
4995 O O]
Shell Hole 375 min. O] T
@ 235° to "3 0 '1.625 |
Motor .5 max ~—4 625 ——
View is from Shell Hole -
the Shaft End @ 145° | NOTE: Thru Bolts (8-32) are Reversible. I
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3/4 HP 4 Speed (115V) Direct Drive Furnace Blower Motor

PART NO.

51 -23017 - 42




