
ICC INTERNATIONAL MECHANICAL CODE 307.2.5 Cleanouts. Condensate drains shall be 
provided with a means to allow cleaning of the drain and clearing of blockages without having to 

cut or disassemble the piping.

JV1
JOnes valve Condensate Drain 

cleanout valve
The Jones Valve is a simple condensate drain line blow out valve that is inexpensive and easy to use.
No more water buckets, no more looking for the other end of the line to put your plug. No more 
cutting and repairing the drain line. Simple, affordable, fast. 

Applications
• Air Conditioning condensate lines
• Refrigeration condensate lines
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The Right Choice

Features / Benefits
• Attaches to a CO2 or Nitrogen tank
• Durable, Schedule 40 PVC material
• Condensate line size: 3/4”
• Hose connection size: 1/4” male flare (with Schrader)
• U.S. Patent No. 8,375,977
• 1 year warranty
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Operating Instructions
• Always observe safety precautions when working with high 

pressure gases.
• Simply attach the CO2 or Nitrogen tank hose to the 1/4” male 

flare fitting on the valve, turn the handle 90 degrees and open 
gas slowly to the line.

• Turn the handle 180 degrees the other way and clear the 
other side of the line.
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UNIFORM MECHANICAL CODE (UMC) 312.3.1  Condensate drain lines shall be configured or 
provided with a clean out to permit the clearing of blockages and for maintenance without requiring 

the drain line to be cut.
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