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Jacksonville, TX 75766
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Manufacturer assumes no responsibility for failure due to improper installation.
All specifications and designs are subject to change without notice and without incurring liability.

WARRANTY EXCLUSION AND DISCLAIMER Seller specifically excludes, and hereby disclaims any express representation or 
express warranty of any kind with respect to the goods ordered hereunder. All implied warranties, including without limitation 
merchantability or fitness for a particular purpose or arising from a course of dealing or usage or trade shall expire and cease 
45 days after date of delivery. Seller shall not be liable to buyer or any third party for any special, secondary, incidental, or 
consequential damages however arising. Nothing in this provision shall invalidate or restrict any right or remedy otherwise 
available under state or federal law. Materials and specifications subject to change without notice.

WARRANTYLABELS

Made in 
the U.S.A.

•  8' Length
• One end crimped, one end plain
• Uncompressed 
• UL®  181 label

PRODUCT SPECIFICATIONS

METALFLEX® V350-U AIR DUCT

Metalflex V350-U Air Duct  V2 11/26/14

PART NUMBERS
Diameter Length Part # Qty Package

3" 8' 110744 42 bulk
4" 8' 110745 25 bulk
5" 8' 110759 16 bulk
6" 8' 110760 12 bulk
7" 8' 110761 9 bulk
8" 8' 110762 6 bulk
9" 8' 110763 5 bulk
10" 8' 110764 4 bulk
12" 8' 110755 2 ind. box

•  Non-insulated supply/return flexible aluminum air duct. Designed for use as a 
non-insulated supply/return air duct in return plenum ceilings or other areas with 
demanding safety requirements.

• This product is UL Listed as a Class 0 Air Duct in accordance with the NFPA 90a & 
90b. It is non-insulated, high pressure, flexible aluminum "Metalflex" air duct. Our 
design allows for better stretching and bending characteristics. This helps eliminate 
flattening on the outside radius of a bend thus preventing restricted airflow.

• Crimped end slides into plain end, ensuring smooth connections

DESCRIPTION

PERFORMANCE DATA
• Pressure rating: 
    Maximum positive and negative
   12" w.g. - 3" thru 10" diameters
   8" w.g. - 21" thru 18" diameters
• Maximum velocity:  5,000 FPM
• Operating Temp. Range: -100°F to +430°F
• Flame Spread:  0
• Smoke Developed: 0
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