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Features and Benefits

•	 RH2TZ features a Constant Torque motor (ECM) which 
provides enhanced SEER2 performance with most Rheem 
outdoor units 

•	 Versatile 4-way convertible design for upflow, downflow, 
horizontal left and horizontal right applications

•	 Factory-installed indoor coil

•	 Sturdy cabinet construction with 1.0 inch [25.4 mm] of 
foil faced insulation for excellent sound and insulating 
characteristics

•	 Field-installed auxiliary electric heater kits provide exact heat 
for indoor comfort. Kits include circuit breakers which meet 
U.L. and cUL requirements for service disconnect

•	 11/2 ton [5.3 kW] through 5 ton [17.6 kW] models are between 
421/2 to 57 inches [1080 to 1448 mm] tall and 22 inches  
[559 mm] deep

•	 All models meet or exceed 330 to 400 CFM [156 to 189 L/s] 
per ton at .3 inches [.7 kPa] of external static pressure

•	 Enhanced airflow up to .7" external static pressure

•	 Evaporator is constructed of aluminum fins bonded to 
internally grooved aluminum tubing

•	 Suitable for application in mobile homes

•	 Cabinet air leakage less than 2.0% at 1.0 inch H2O when 
tested in accordance with ASHRAE Standard 193
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Brand Product 
Category 

Stages of 
Airflow

Motor Type Refrigerant Capacity BTU/HR Width Coil Size Metering 
Device

Major Series* Controls Coil Series Voltage

Rheem H - Air Handlers 2 - Two-Stage T -  Constant Torque Z - R-410A 24 - 24,000  [7.03 kW] 14 - 14″ S - Standard Eff. T - TEV A - 1st Design N - Non-comm N - N Coil A - 1ph, 115/60
36 - 36,000 [10.55 kW] 17 - 17.5″ A - A Coil J - 1ph, 208-240/60
48 - 48,000 [14.07 kW] 21 - 21″
60 - 60,000 [17.58 kW] 24 - 24.5″

Model Number Identification
RH2TZ

  Air Handlers

[    ] Designates Metric Conversions

AVAILABLE MODELS

RH2TZ2417STANNA

RH2TZ2417STANNJ

RH2TZ3617STANNA

RH2TZ3617STANNJ

RH2TZ3621MTANAA

RH2TZ3621MTANAJ

RH2TZ3621MTANNA

RH2TZ3621MTANNJ

RH2TZ3621STANNA

RH2TZ3621STANNJ

RH2TZ4821STANAA

RH2TZ4821STANAJ

RH2TZ4821STANNA

RH2TZ4821STANNJ

RH2TZ4824STANNA

RH2TZ4824STANNJ

RH2TZ6021STANAA

RH2TZ6021STANAJ

RH2TZ6024STANNA
RH2TZ6024STANNJ

RH2TZ6024STANNJ

RH2TZ2417STANNA

RH2TZ2417STANNJ

RH2TZ3617STANNA

RH2TZ3617STANNJ

RH2TZ3621MTANAA

RH2TZ3621MTANAJ

RH2TZ3621MTANNA

RH2TZ3621MTANNJ

RH2TZ3621STANNA

RH2TZ3621STANNJ

RH2TZ4821STANAA

RH2TZ4821STANAJ

RH2TZ4821STANNA

RH2TZ4821STANNJ

RH2TZ4824STANNA

RH2TZ4824STANNJ

RH2TZ6021STANAA

RH2TZ6021STANAJ

RH2TZ6024STANNA

RH2TZ6024STANNJ
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STANDARD EQUIPMENT

Pre-painted cabinet

Four leg blower mount motor

Slide out blower design for service and maintenance convenience

Traditional open wire element design for heat applications

Field convertible for vertical downflow, horizontal left hand or righ hand  
air supply

3 combustible floor base accessories fit all sizes for downflow installations

Indoor coil design provides low air side pressure drop, high performance  
and extremely compact size

Expansion valve on indoor coil provides for operation with air conditioning  
or heat pump

Coils are tested at the factory with an extensive refrigerant leak check

Coils have copper sweat refrigerant connections and utilize chatleff  
metering device connections

Supply duct flanges

Side or top provisions for field electrical connections

Inside connection for high voltage wiring

Outside connection for low voltage wiring

Concentric knockouts are provided for power connection

Front refrigerant and drain connections

Standard Engineering Features

Pre-painted cabinet

Four leg blower mount motor

Slide out blower design for service and maintenance convenience

Traditional open wire element design for heat applications

Field convertible for vertical downflow, horizontal left hand or righ hand air supply

3 combustible floor base accessories fit all sizes for downflow installations

Indoor coil design provides low air side pressure drop, high performance and extremely compact size

Expansion valve on indoor coil provides for operation with air conditioning or heat pump

Coils are tested at the factory with an extensive refrigerant leak check

Coils have copper sweat refrigerant connections and utilize chatleff metering device connections

Supply duct flanges

Side or top provisions for field electrical connections

Inside connection for high voltage wiring

Outside connection for low voltage wiring

Concentric knockouts are provided for power connection

Front refrigerant and drain connections




